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LEGEND;

(1) PROPOSED P.C.C. CONCRETE PAVEMENT, 250 MM (JOINTED)
(2) PROPOSED SUBBASE GRANULAR MATERIAL, TYPE A, 300 MM
(3 PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B-15.60
(4) [PROPOSED TiE BAR (NO 20 @ 600mm|

(5) PROPOSED CONCRETE SIDEWALK, 100 MM

(6) PROPOSED FURNISHING AND PLACING TOPSOIL. 100 MM

(1) PROPOSED $SOD, SALT TOLERANT OR SEEDING CLASS 2A
REMOVAL AND DISPOSAL OF UNSUITABLE MATERIALS

() PROPOSED CONCRETE GUTTER TYPE A (MODIFIED)
[CONSTRUCTION JOINT]

(1) PROPOSED HOT-MIX-ASPHALT BASE COURSE, 200 mm

@ PROPOSED POLYMERIZED HOT-MIX-ASPHALT SURFACE COURSE,
MIXTURE "D, N50, 40 mm

(@ PROPOSED POLYMERIZED BITUMINOUS MATERIALS (PRIME COAT)
SAWED JOINT '

@ NOT USED

NOTE:

SUBBASE GRANULAR MATERIAL, TYPE A IN EXCESS OF 300mm UNDER
PROPOSED CONCRETE CURB AND GUTTER SHALL NOT BE PAID FOR
SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF SUBBASE
GRANULAR MATERIAL, TYPE A, 300mm.
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